
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

4525JBR 
RAILWAY DRILLING RIG 

 6,9 METERS FEED STROKE 

 Ø 660 MM 

 45 KNM TORQUE 

 250 KN / 500 KN RETRACTION FORCE 

 40 KN TOP WINCH 

 FULLY RADIO CONTROLLED 

 

 



 

 

 
 
 

 

BASE MACHINE  
Total Weight  
(complete system with powerpack, 
mast and 10 700 kg counterweight) 

From 34 000 kg 

Counterweight 10 700 kg 
Counterweight Travel 670 mm 
Boom Telescopic Travel 2 300 mm 
 
POWER PACK (PP180) 

 

Engine Model Deutz TCD 6,1 Stage V 
Engine Power  180 kW 
Hydraulic Pumps 260 + 145 ccm 
Diesel Tank 380 L 
Hydraulic-Oil Tank  500 L 
  
MAST (M725)  
Feed Stroke 6 900 mm 
Upper Clamp Stroke 3 450 mm 
Feed Force – Rot.Unit 150 000 N 
Retract Force – Rot.Unit 250 000 N 
Retract Force – Upper Clamp  500 000 N 
Clamping Force – Upper Clamp 400 000 N 
Mast Telescopic Travel 1500 mm 
Mast Twist  +/- 33 deg 
Top Winch Lifting Capacity 40 000 N 
Top Winch Telescopic Travel 460 mm 
  
ROTARY UNIT (RU45)  
Rotary Torque 11 / 22 / 45kNm 
Rotary Speed 76 / 47 / 23 rpm 
Spindle Threads API 5-1/2” IF 
  



 

 
Maximum and minimum reach (With horizontal boom) 

  



 

 
Maximum height and depth 

 

 
 

 

 

 

 

 

 

 

 
 

 

 
 



 

Maximum and minimum tilt (With horizontal boom) 

 
 

 

 

 

 

 

 

 

 

 

 

 



 

Maximum twist 

 
 

  



 

Counterweight position, maximum and minimum  
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